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Transformerless, three-phase string inverters.

The inverters for the private energy revolution.

Rapid amortization of residential 
and small commercial PV arrays

system designs

Simple installation and 
commissioning, also outdoors

Data logger with web server for 
continuous system monitoring

Optimised for the targeted self-
consumption of solar power



Technical Data

DC input data 3.0 TL3 4.0 TL3 5.0 TL3

MPP range
Operating range 200 – 950 V 200 – 950 V 200 – 950 V

Number of MPP tracker 2 2 2
Connection per tracker 1 1 1

AC output data
Rated output

Line voltage

Rated current

cos phi 0.30 ind. – 0.30 cap. 0.30 ind. – 0.30 cap. 0.30 ind. – 0.30 cap.

Number of grid phases 3 3 3
General data

Standby consumption
Circuitry topology transformerless transformerless transformerless
Mechanical data
Display

Control units
4-way navigation + 
2 buttons

4-way navigation + 
2 buttons

4-way navigation + 
2 buttons

Fault signalling relay
potential-free NOC potential-free NOC potential-free NOC 

DC connection
AC connection AC plug AC plug AC plug
Ambient temperature
Humidity

Min. distance from coast 
Cooling temperature controlled fan temperature controlled fan temperature controlled fan
Protection class
Noise emission

30 kg 30 kg 30 kg
Certifications
Safety
Grid connection rule



 Power derating at high ambient temperatures

6.5 TL3 7.5 TL3 8.6 TL3 9.0 TL3 10.0 TL3

200 – 950 V 200 – 950 V 200 – 950 V 200 – 950 V 200 – 950 V

2 2 2 2 2
1 1 1 1 1

0.30 ind. – 0.30 cap. 0.30 ind. – 0.30 cap. 0.30 ind. – 0.30 cap. 0.30 ind. – 0.30 cap. 0.30 ind. – 0.30 cap.

3 3 3 3 3

transformerless transformerless transformerless transformerless transformerless

4-way navigation + 
2 buttons

4-way navigation + 
2 buttons

4-way navigation + 
2 buttons

4-way navigation + 
2 buttons

4-way navigation + 
2 buttons

potential-free NOC potential-free NOC potential-free NOC potential-free NOC potential-free NOC 

AC plug AC plug AC plug AC plug AC plug

temperature controlled fan temperature controlled fan temperature controlled fan temperature controlled fan temperature controlled fan

30 kg 30 kg 30 kg 30 kg 30 kg



KACO new energy GmbH | Carl-Zeiss-Str. 1 | 74172 Neckarsulm | Germany 


